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Configuration d'un FunkyCode avec MultiConf



Mise en place, changement, de la clé

Lancer MultiConf, créer un nouveau projet, choisir “Misc” et choisir “1st-Level Master Card”
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Changer la valeur de la clé

S5 Tstdevel Master Card Authentication Key (16-byte value)
I ! WMaster Card Keys "01’ 02 03 04 05 06 07 08 09 10 11 12 13 14 15 16 |

Signature Key {this value can't be changed)




Ecrire la configuration sur un badge maitre

Select the target reader:

SpringCand Prood'N'Roll Contactless 0

¥ Advanced

[ Use a customer Auth Key to create the Master Card :

g0 00 00 00 00 00 00 00 00 00 00 00 00 00 |




Changement de la configuration du lecteur

Créer un nouveau projet pour un FunkyCode



Mettre en place la configuration voulue

S5 FurkyCode-DW
I =-4¥ Global Corfiguration

Card Processing Templates
----- < Template #1
..... \/) Template #2
..... 0 Template #3
..... \/) Template #4

e e ——— | Koo Readers cumert vaies |

LED mode
[RS485 Mict or MicZ: LEDs signal the reader' siatus
Behaviour of the Blue LED

k Green LED upon card discovery
@ On 0 Off

Blink Green LED after card reading
@on ©Of

Blink Red LED on any ermor
@ On (D) COff

Duration of the sequences for Red and Green LEDs

[short sequences >

Shorl beep upon card discovery
@ On @ Off

Short beep after card reading
@ On (@ Cff

Long beep on any emor
© On () Off

Duration of the sequences on the buzzer




Ecrire la configuration sur un badge maitre

(en prenant soin de renseigner la bonne clé)

¥ Advanced

Lze a customer Auth Keyto create the Master Card ¢
I




