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KEY FEATURES
K632 is dedicated to integrators who need to work 
with any iSO 14443-a/B cards such as Mifare, dESfire, 
calypso and more. and/or iSO 15693 cards like icode , 
icode Sli, tagit and more.
thanks to its asynchronous serial communication 
interface, K632 is really easy to operate from any 
microcontroller or host computer.
the K632 OEM module needs an external antenna to 
operate. the antenna has to be designed depending 
on your own application (size requirements, expected 
operating distance).

Springcard also offers a basic antenna suitable for 
most uses, with various serial interface options.
Sringcard can also develop and embed a dedicated 
firmware into the K632 in order to gain the highest 
performances or to free the host from any card-related 
processing.

A FEW TYPICAL APPLICATIONS
 ticketing, transportation, road toll pricing �
 rfid tracking, loyalty �
 private money payment, corporate id card, citizen  �
card
 physical access control �
 and more �

SPRINGCARD & PRO ACTIVE
Established in 2000, Pro Active is an innovative 
provider of smartcard-related solutions, and one of 
the leaders on the contactless-reader market.
SpringCard distributes Pro Active’s contact and 
contactless products worldwide, under a single brand 
name.

K632 is an iSO/iEc 14443 & 15693 contactless reader/writer
module for OEM integration

DETAILED VIEWS

K632
oeM contactless reader/writer Module
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Contactless smartcard interface

Standards iSO/iEc 14443 a and B, t=cl
iSO 15693

rfid carrier 13.56 MHz

Operating distance typical 5 cm - up to 8cm
depending on card and antenna

card baud rate 106, 212, 424 or 848 kbit/s (14443)
26 kbit/s (15693)

Supported cards (partial list) :
nXp (philips) icOdE1, icOdE-Sli, etc �
texas instrument tagit �
nXp (philips) MifarE classic & Ultralight �
nXp (philips) dESfirE, SmartMX, proX �
infineon SlE66 family �
St MicroElectronics Sr, Sri, SriX families �
Hid iclass, inside picotag �
aSK ctS256/ctS512 �
calypso (cd97, cd21, gtMl, etc) � 1

and virtually any iSO/iEc 14443 a or B compliant smartcard, or iSO/iEc 
15693 compliant rfid label

Hardware specifications

dimensions (lxWxH) 26 x 31 x 09 mm

Weight ≈ 14g

Environment and safety

Operating temperature -20+70°c

Storage temperature -40 +85°c

MtBf 500 000 hours

cE mark En50082 / En55022 class B1

fcc part 15

Other standards roHS

part # description

K632-4r4 iSO 14443-a/B & 15693 OEM module

tEcHnical SpEcificatiOnS

ORDER CODES

K632
oeM contactless reader/writer Module

1Safety: En60950: 2001 ; En 50364 : 2001, EMc:En 301 489-03 v1.4.1 ; En 301 489-01 v1.6.1, 

Interface

cMOS/tll i/Os 2 lEds outputs
1 USEr input/output
(reserved for output driver control in rS-485
operation)

cMOS/ttl serial interface 8 data bits, 1 stop, no flow control
9600, 38400 or 115200bps

power supply 5 V dc

consumption 90ma average
200ma max during rf operation


